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       LCD-DISPLAY MODULE

     SPECIFICATION AND INSTRUCTION

               (FOR 199 & 6680 series)
一： AVPC1 Liquid crystal display module function characteristic：
１.liquid crystal display monitor

2　demonstrates the PC engine case temperature function

3. establishes two groups of fan to start the temperature the function

4.the basis establishes the temperature control two fan the functions

5.demonstrates the PC engine case hard disk condition function
6.time demonstration function

7.time adjustment function

8.a time of using machine accumulation time demonstration function

9.led white back photosource
二：AVPC11 Liquid crystal display module electricity parameter
1.working voltage: 2.7~5.5V.

2.liquid crystal display type: TN

3.demonstration angle of view direction: 12:00

4.actuation pattern: 1/4Duty, 1/3Bias

5.demonstration pattern: transmissive .negative 

6.operating temperature: 0 ºC~70 ºC

7.storage temperature: -20º C ~80 ºC
三．AVPC11 liquid crystal display module use connection and defines
1 HDD+    hard disk pilot signal

2 hdd-    hard disk pilot signal negative

3 +5V    engine case power source 5V

4 vss    engine case power source place

5 vss    engine case power source place

6 +12V   engine case power source 12V

7 vss     fan 2 groundings

8 fank2   fan 2 power sources

9 vss     fan 1 grounding

10 FANK1  fan 1 power source

11 T1 thermistor pin 

12 T2 thermistor pin

Pressed key explanation

K1 establishment key (SET)

K2 increases (UP), the switching time function

K3 reduces (DOWN)
四：AVPC11 liquid crystal display module use operation explanation
1) must correctly use, must guarantee in the PC engine case the belt

power source and the hard disk holding wire plug is connected with the

J1 plug, RT (thermistor) lays aside its stationary position. This

demonstration module brings the battery, when normal use, may

guarantee 12 month-long periods of revolution.
2) demonstrates the function and the operation explanation
1st, time demonstration function
When had not operated the PC machine power source, the module uses the

interior to bring the battery, the time did not demonstrate, but still

maintained the time, after turned on the PC machine power source, the

module automatically diverted the power source which the engine case

provided and demonstrated open current time when, STARTUP demonstrated.

Presses the K2 key to be possible to transform the real-time clock,

STARTUP disappears. To real-time clock adjustment as follows:
                       [image: image1.png]STARTUP

BE:BE:B8




A).Presses down the K1 establishment key, may enter the establishment

time pattern. Again presses enters the minute, the second kind and the

temperature establishment region. When the proparea demonstration can

have flashes the instruction. In establishment period if continues 10

seconds time not to have any key presses down to jump out the

establishment pattern
B).According to K2 the UP adjustment key, may the direction adjustment

which increases in the corresponding establishment region

introversion, continues to press down may realize the quick accent

function
C).According to K3 the DOWN adjustment key, may the direction adjustment

which reduces in the corresponding establishment region introversion,

continues to press down may realize the quick accent function;
D).When establishment second in order to facilitate to the time, presses

down K2 or K3 can to a second clear zero.
2） demonstration computer hard disk condition
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When the hard disk does not have the read-write operation, this chart

sign only demonstrates the smallest link. When the hard disk has the

read-write operation, this chart sign steps aside from by in

demonstrated gradually, all reveals until the chart sign, again in

turn disappears until is left over last the link. This for recycle

demonstration process, when the hard disk does not have the read-write

operation stops.
3） temperature demonstration function
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A).The demonstration surveys to the engine case temperature, scope 10~70ºC. Precision for ±1ºC, survey cycle 1 second. When the temperature achieved some hypothesis temperature time, this hypothesis temperature correspondence fan can start
B).When temperature establishment temperature munber can glitter, a second

position has the instruction present is the several fan
C) reports to the police the temperature to tacitly approve the value respectively is 30º C and 40ºC.
4）  Fan rotation schematic drawing
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Rotation quick when expressed two FAN both start, is slow when

express only then a FAN to start. Does not transfer the speech

then showed two FAN  have not both started.
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5. AVPC11 liquid crystal display module contour dimensional drawing

(unit: Mm)
